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ABSTRACT 


The concept of remote sensing and GIS based land capability analysis for agricultural development is incorporated into the study to find out what best use 
the land can be allocated to. Land capability is done by finding the appropriate-ness of the relative benefit to be derived from the use a land is assigned to. 
It may be considered the opposite of land use conflicts. Land capability should be viewed as a means of attaining the highest and best use of land. By 
achieving this goal, a sound overall structure and economic vitality is created and preserved. Land use is categorized as developable and none 
developable, and urban sable and none urban sable land. There are certain parcels of land which are not appropriate for cultivation due to its limitations 
and neither it is feasible to develop for any other land use. This kind of land is mostly waste land or vulnerable areas where development does not hold 
any prospects. They are not economical for development but have a high ecological value. Such lands are best when kept for biodiversity and ecosystem 
conservation. They increase the value of land by conserving it as special environmental area, and biodiversity conservation area. By understanding their 
characteristics and best use for it such lands are categorized as a land conservation area. Apart from this it is import to have an inventory of erosion 
wastelands as they have a tendency to increase in spread owing to the presence of the natural forces responsible. Thus an inventory will help in better 
implementation of erosion resisting strategies and will provide benefit in long run. 
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1. INTRODUCTION 


A sustainable approach seems to be a modern jargon but it is the basic principle behind long term successful ventures. It 
gets more focus in current times when the human population doubled in past 50 years, increasing pressure on natural 
resources. This was compensated by intensification and expansion of agricultural land. Because land is a limited resource by 
nature and law, intensification of agricultural practices was the main tool to combat increasing demand. This lead to either 
depletion of the resource or it became economically unviable. This 
Madhya Pradesh calls for understand and identifying constraints and using proper 
_—, District Boundary land use planning by means of Land capability studies for 
sustainable optimum use of land resource. Land capability study 
classifies a piece of land into classes depicting their potential for a 
particular land use activity (Alshuwaikhat, & Nasef, 1996). The term 
"land capability" was found to be used in a number of land 
classification systems especially that of the Soil Conservation 
Service of the U.S. Department of Agriculture (Helms, & Douglas, 
1992). It was for the first time also implemented in USA and since 
then being replicated in many countries at various scales keeping in 
view the characteristics of local land use activities (Choudhary et 
al., 1962). The specific objectives of land use mapping and land 
capability assessment are to: obtain up-to-date information about 
current land use activities; assess the existing land resource base 
for the study area; assess the physical constraints like soil, slope, 
geology, slope, drainage density, and physiography; relate these to 
land capability to facilitate and improve planning; to evaluate the 
land capability classes based on physical constraint and information 
about the resource base in a weighted multi-criteria evaluation 
environment. 
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jk a 2. ABOUT THE STUDY AREA 
SAGAR DISTRICT w | The Sagar district covered 10,252 Sq 
Soil Type oo 


Kms and situated between 23° 10' to 24° 
27'N latitude, and between 78° 04' to 79° 
21' E longitude, the district has a truly 
central location in the country (Figure 1). 
The topic of cancer passes through the 
southern part of the district. The district is 
divided into nine tehsils, viz, Sagar, 
Banda, Khurai, Rehli, Garhakota, Bina, 
Rahatgarh, Kesli and Deori. The main 
occupation of the district is agriculture 
and wheat, soghum and oilseeds are the 
chief grown crops. Sagar district has 
several fine tourist spots including the 
archaeological site near Eran and Sagar 
Lake (DIET - Sagar, 2013). 


2.1. Soil Type 
=) ; The soil map was generated in GIS 
C] ss = environment using soil map collected 
a cy 2 <| from National Bureau of Soil Survey and 
HB Cay Loam Land Use Planning (NBSS&LUP), 
WRN Gravelly Sandy Loam a : Nagpur and were updated using 
HE oan ae LANDSAT-7 ETM+ (30m) & 
HEE sandy Clay Loam : , & ResourceSAT-2 LISS-IV Mx (5.8m) multi- 
GE Sandy Loam Kilometers Xaey spectral satellite imagery. The soil map 
obtained from the NBSS&LUP was geo- 
metrically registered to the base data to 
Figure 2 match Landsat & IRS satellite imageries. 
Soil Type The geo-referenced soil map was used 
to assist in visual classification of satellite 
imagery for obtaining soil categories. The 
: final vector map was stored in a geo- 
SAGAR DISTRICT “ database which is amenable to spatial 
Geology ; analyze (Figure 2). Major soil type of the 
: study area (MoWR-CGWB, 2009) is clay 
loam, sandy clay loam, and sandy loam. 


Legend 


2.2. General Geology 

The general geology of the study area 
has been mapped by Medlicott (1859, 
1860), Blanford (1869), Durge (1970), 
West (1964-81), Dixit & Das (1971), 
Babu (1967), Choubey (1967), Mishra 
(1970), Gandhe (1970), Dixit (1970), 
Durge (1970), Subramanyan (1972, 81), 
Pascoe (1975),  Rajrajan (1978), 
Alexander (1979), Wadia (1981), Krishan 
(1982), and Pareta (2004). They 


Legend ‘ recorded the principal rock formations 

[istrict Boundary namely Bundelkhand granite (quartz 

Lithology & Rock Type . veins, basic dyke), Bijawar (white 

{2 Atuvium Pian : quartzite, red shales & lime stone), 

EES Bijabar Rock Group ~ £1 vindhyan (the vindhyan supergroup has 

[EEE Deccan Traps & Intertrappean Beds f been divided into two litho-stratigraphic 

[EBEH Granite and Gneiss ae group viz. the lower vindhyan and upper 

S33 Lameta Beds vindhyan groups (Medlicott, 1859) 

[EB Lower Vindhyan Rock Group s ‘ separated by a well-marked erosional 

[52] Upper Vindhyan Rock Group bs << unconformity), Deccan traps and 

= Intertrappean beds, and alluvium and 

laterite. geological map of the Sagar 

Figure 3 district has been collected from 
Geology Geological Survey of India, after that it 


has modified by using satellite remote 
sensing imagery i.e. LANDSAT-7 ETM+ & ResourceSAT-2 LISS-IV Mx (Pareta, 2004). The final geological map of the study 
area is shown in Figure 3. 

The greater part of the study area is situated on the rocks of Vindhyan system and Deccan trap volcanic series, the latter 
covering about 2/3 of the study area. In the extreme north-east corner of the study area, around Shahgarh and Hirapur, there 
occur the very ancient Bundelkhand granite, and rocks of the Bijawar series, while to the east and south-east of Sagar 
Lameta series fringes the district. The Archaeans are the oldest rocks in the study area. These are succeeded by the Bijawars 
which rest with non-conformity on the Archaeans. Overlaying the Bijawars unconformably is the Vindhyan. There are two 
divisions in the Vindhyan, the lower Vindhyan and the upper Vindhyan. The Semri series constituting the lower-Vindhyan 
comprises only sandstones and shales in the study area. The upper Vindhyan (Kaimur series, Rewah Series, and Bhander 
series) consists largely of sandstone forming extensive plateaus and scarps. The Deccan trap constitutes the major part of 
the study area. It consists of ten or more horizontal flows of light gray and dark gray basalt. The volcanic flows of the Deccan 
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Table 1 
Data Used and Sources 
IRS ResourceSAT-2 LISS-IV Mx Satellite Imagery with 5.8 m Spatial Resolution, Dated: April 16, 2013 
1. Remote Sensing Data LANDSAT-7 ETM* Satellite Imagery with 30 m Spatial Resolution, Dated: 02 December, 2007 
Elevation Data: ASTER (DEM) with 30 m Spatial Resolution, Dated: 22 August, 2006 
F 1:250,000 Scale - 54/L, 54/P, 55/l, and 55/M 
2. Tapegrapnival, Map 1:50,000 Scale - 54L/3, 4, 7, 8, 11, 12, 15, 16; 54P/3, 4, 7; 
551/5, 6, 9, 10, 11, 13, 14, 15, 16; and 55M/1, 2, 3, 4, 5, 6, 7 
Soil map of Sagar district has been collected from National Bureau of Soil Survey and Land Use Planning 
3. Soil Map (NBSS&LUP), Nagpur and updated through satellite remote sensing data i.e. IRS ResourceSAT-2 LISS-IV 
Mx and LANDSAT-7 ETM+? Data with limited field check 
4 Geological Map Sagar District Geological Map has been collected from Geological Survey of India, Bhopal, and updated 
; through satellite remote sensing data i.e. LISS-IV Mx Data with limited field check 
Drainage network has been generated in GIS environment using ASTER DEM data & ArcHydro Tool in 
5 Drainage and Slope Map DICOI Se ' ‘ ar : 
7 Slope map has been created using Spatial Analyst Extension in ArcGIS 10.2, and DEM data with 30 m 
spatial resolution 
Digitally land use and land cover map and forest map have been prepared using knowledge classification 
6. Land Use and Land Cover Mapping method in ERDAS IMAGINE 2013, and satellite remote sensing data i.e. LISS-IV Mx Data, and also verified 
through limited field check 
Table 2 


Land Use and Land Cover Classes and its Area (2013) 


Table 3 


1. Crop Land / Agricultural Land 1009.39 09.85 
2. Built-up / Settlement (Rural / Urban) 80.75 00.79 
3: Dense Vegetation / Sparse Vegetation 1654.68 16.14 
4. Fallow Land / Open Land 5112.81 49.87 
5. Dense Forest / Sparse Forest 2329.20 22.72 
6. River / River Beds 40.04 00.39 
te Water Bodies (Tanks, Ponds, Reservoir) 25.12 00.25 

Total Area | 10252.00 100.00 


Land Capability Class and its Description 


Class | Land is the best and the most easily farmed land. It has few limitations that restrict its use 

Class II Land has moderate limitations that reduce the choice of crops. It needs simple soil and water conservation practices and requires some 
attention to soils management 

Class III Land has severe limitations for use; hence it needs intense soil and water conservation treatment and requires careful soil 
management. Graded terraces are made on moderate slopes 

Class IV Land is generally suitable for very low to moderate impact land uses. Includes some of the best grazing in the area 

Class V Land is generally suitable for moderate to low intensity grazing. Significant limitation for high impact land uses. Suitable for very low to 
moderate impact land uses such as direct drill cropping and grazing 

Cl Not Capable of Supporting high or medium impact land uses due to extreme difficulty in removing or reversing degradation and 

ass VI F pea eee : ; ; ¢ 

associated off-site impacts. Low productivity agricultural land capable of light grazing or natural conservation 

Class VII Land should remain under native vegetation due to high soil erosion hazard and extreme site limitation. The land is best utilized under 
forest and native vegetation 
Other lands not suitable for any type of land use apart from native timber (commercial plant) and nature conservation due to soil and 

Class VIII landforms limitation, and restrict their use to recreation, wildlife or water supply or to esthetical purpose. Examples: rock out crops, 
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sandy beaches, marshes, deserts, land along river banks, mine tailings etc., which do not give any economical return 


trap erupted at the close of the cretaceous. Subsequent erosion has removed a large part of the Deccan trap, exposing to 


view once more the old Vindhyan topography. 


2.3. Topography 


The average level over much of the district varies between 457.2 m to 533.4 m above mean sea level though extreme values 
ranges from 353.5 m in the extreme north (Dhasan river bed) to 683.3 m in the south-west (Naharmou peak). Nevertheless, 
the grain of the country trends is SW-NE direction (Pareta, 2004). Recently a major source of elevation information for the 
whole world was SRTM providing digital elevation model of the world at a spatial resolution of 90 m. While fortunately by the 
time this study was conducted global coverage of ASTER based digital elevation model (DEM) is released. This DEM has a 
spatial resolution of 30m which makes it captures more detailed information then SRTM base DEM (Figure 4). A slope map of 


the study area was generated using 3D analyst and spatial analyst extension in ArcGIS 10.2. 


2.4. Drainage Pattern 


In the Sagar district, the drainage pattern reflects the influence of slope, lithology and structure (Jeganathan, 2000). The 
drainage of the district is directed between towards the north and north-east. The five notable rivers of the district viz., the 
Dhasan, the Bewas, the Bina, the Sonar, and Bamner are all perennial rivers, which are joined by a number of small 
tributaries, mostly the wet-weather rills coming down the intervening ridges and joining the main streams at an acute. This 
gives a typical dendritic character to the drainage pattern of the district (Nayak et al, 2003). The 'Rajghat Pariyojna' on the 
dam of the river Bewas is very helpful for drinking water facility in the Sagar city. ASTER DEM was used to delineate a 


drainage network using ESRI ArcGIS platform based ArcHydro tool. 
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Table 4 
Rank, Weightage, and Score for Land Capability Analysis 


A Land Use / Land Cover Classes 

9 Crop Land / Agricultural Land 9 81 

1 Built-up / Settlement (Rural / Urban) 1 1 

7 Dense Vegetation / Sparse Vegetation 8 56 

8 Fallow Land / Open Land 9 72 

5 Dense Forest / Sparse Forest 6 30 

1 River / River Beds 1 u 

1 Water Bodies (Tanks, Ponds, Reservoir) 1 1 

B Soil Type 

8 Gravelly Sandy Loam 9 72 

7 Sandy Loam 8 56 

5 Sandy Clay Loam 7 35 

4 Loam 6 24 

3 Clay Loam 4 12 

1 Clay 3 3 

Cc Lithology / Rock Type 

9 Alluvium and Laterite 9 81 

7 Deccan Traps & Intertrappean Beds 8 56 

6 Upper Vindhyan Rock Group 7 42 

6 Lower Vindhyan Rock Group 7 42 

2 Bijawar Rock Group 3 6 

2 Lameta Beds 4 8 

4 Bundelkhand Granite 5 20 

D Slope Type 

9 Plan Area 9 81 

z Low Slope 8 56 

6 Low-Moderate Slope 7 42 

5 Moderate Slope 6 30 

4 High-Moderate Slope 4 16 

3 High Slope 2 6 

1 Very High Slope 1 1 

E Drainage Density 

9 Very Low 9 81 

8 Low ih 56 

5 Moderate 4 20 

3 High 2 6 

1 Very High 1 1 
Note: The high value of rank, weightage, and score are showing the most capable land for agricultural uses. 
Table 5 
Land Capability Classes with Area 
1 Class - | 1086.98 10.60 
2 Class - Il 327.61 3.20 
3 Class - Ill 268.48 2.62 
4 Class - IV 1897.76 18.51 
5 Class - V 4782.70 46.65 
6 Class - VI 1428.26 13.93 
7 Class - VII 130.33 1.27 
8 Class - VIII 329.87 3.22 

Total 10252.00 100.00 
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3. DATA USED AND METHODOLOGY 


The methodology for remote sensing and GIS based land use / land cover, soil, and land capability analysis for agricultural 
resource management in Sagar district of Madhya Pradesh (INDIA) involves the succeeding steps shown in Table 1. 


4. RESULT AND DISCUSSION 
4.1. Land Use and Land Cover Mapping 


Land is the most important natural resource, which embodies soil, water and associated flora and fauna involving the total 
ecosystem (Rao et al, 1991). A remote sensor records response which is based on many characteristics of the land surface, 
including natural and artificial cover. An interpreter uses the elements of tone, texture, pattern, shape, size, shadow, site and 
association to derive information about land use activities, which is also the basic information about land cover (Colwell, 
1997). A Land Use classification is usually performed at various levels, where a level 1 classification will discriminate the 
overall land use types a level 2 classification subdivide them further. Level 3 classifications usually contain species 
information. The levels of detail that can be obtained in a land cover or land use classification depends on number of factors 
including first the quality of the satellite images, defined by the spatial, spectral and radiometric resolution and second the 
nature of the land use classes being observed. 

Digitally land use and land cover map and forest map have been prepared using supervised & knowledge classification 
method in ERDAS Imagine 2013, and satellite remote sensing data i.e. IRS ResourceSAT-2 LISS-IV Mx (5.8m) (Figure 5), 
and LANDSAT-7 ETM* (830m MSS & 15m PAN) (Figure 6) data. Land use of the study area (Figure 7) comprise mostly of 
agricultural land (crop land & fallow land) and forest. This initial observation is confirmed by the statistics shown in Table 2. 
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Figure 4 
ASTER (DEM) / Elevation Map 


SAGAR DISTRICT 
IRS ResourceSAT-2 


LISS-IV Mx Satellite Imagery 
(Spatial Resolution 5.8m) 


Legend 
{) District Boundary Kilometers 


Figure 5 
IRS ResourceSAT-2 LISS-IV Mx Satellite Imagery 


The total area considered for study is 10,252 Sq. Kms. It is evident from the above table that built-up land or settlement 
accounts for 80.75 Sq Kms forming only 0.79% of the total area while water body accounts for 0.25%. River and river bed 
occupy 0.39%, while crop land accounts for 9.85% of the total study area. Other land use and land cover categories are 
dense vegetation and sparse vegetation with 16.14%, fallow land and open land with 49.87%. Dense forest and sparse forest 
accounts for 22.72%, which is the biggest share while agriculture land including crop land and fallow land accounts for 
59.72% area in year 2013. 
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SAGAR DISTRICT 
LANDSAT-7 ETM+ & PAN 
Merge Satellite Imagery 


(Spatial Resolution 15m) 


Legend 


= District Boundary Kilometers 


Figure 6 
Landsat-7 ETM* and PAN Merge Satellite Imagery 


SAGAR DISTRICT 
Land Use - Land Cover Map 


2013 


Legend 


=| District Boundary 


Land Use / Land Cover Classes 


| Agricultural Fallow Land 

DD Vegetations 

Agricultural Crop Land 

Sj Settlement 

GE Ponds / Lakes 

aS River ¥ a8 nd 
Ba Forest Kilometers 


Figure 7 
Land Use / Land Cover Map - 2013 


4.2. Normalized Difference Vegetation Index (NDVI) 

NDVI was first ascribed to by Rouse et al. (1974) though the concept was discussed by Kriegler et al, (1969); NDVI = (NIR - 
Red) / (NIR + Red). This is the most common VI and has a range of -1 to +1. NDVI is calculated from the visible and near- 
infrared light reflected by vegetation. Healthy vegetation absorbs most of the visible light that hits it, and reflects a large 
portion of the near-infrared light. Unhealthy or sparse vegetation reflects more visible light and less near-infrared light (Robert 
Simmon). The normalized difference vegetation index map of the Sagar district was generated using the IRS ResourceSAT-2 
LISS-IV Mx satellite imagery (Figure 8) & ERDAS Imagine software. 
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Figure 8 
Normalized Difference Vegetation Index (NDVI) - 2013 
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Figure 10 
Land Capability Map - 2013 


4.3. Methodology for Land Capability 

Land capability classification is a systematic classification of land where each unit of land is classified according to what it is 
capable of producing and also according to the risk or damage that would result if they are mismanaged (NIH Report, 1999). 
This classification is made primarily for agricultural purposes and it enables the farmer to use the land ac-cording to its 
capabilities and to treat it according to its characteristics (Lynn et al., 2009). Land is arranged in various capability classes by 
considering a number of soil characteristics and associated land features (land use / land cover, soil and geology) & 
environmental factors (climate). The chief soil characteristics to be taken into ac-count are texture, depth, salinity and 
alkalinity of soil and subsoil. The important associated land features are slope of land, effect of past erosion, land use / land 
cover, slope, terrain, geology, geomorphology etc. By combining the thematic information generated in previous steps using a 
geographic information system (GIS) it is possible to handle multiple information layers and complex connections between 


Kuldeep Pareta et al. 

Remote sensing and GIS based land use / land cover, soil and land capability analysis for agricultural resource management in Sagar district of Madhya Pradesh (India), 
Indian journal of engineering, 2013, 5(12), 18-26, 

© The Author(s) 2013. Open Access. This article is licensed under a Creative Commons Attribution License 4.0 (CC BY 4.0). 


Pave Z 4. 


Indian Journal of Engineering e Research ¢ Agricultural Engineering 


Figure 9 


Land Capability (S) ee 


Schematic Illustration of Thematic Layers and Associated Weights (W) that Make up the Land Capability Analysis 
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these simultaneously. Figure 9 shows a schematic illustration of various input data layers that are each multiplied using a 
weighting factor and subsequently added together into a land capability measure. This methodology is commonly applied for 
agricultural land capability. 


4.4. Land Capability Methods for the Study Area 

The land is divided into eight capability classes, which are numbered in Roman numerals from | to VIII (Jacks, 1946). Each 
class assigned a standard color. These eight classes are grouped in two land use suitability groups viz., (i) “Land suited for 
cultivation and other uses” (class | to Class IV), and (ii) “Land not suited for cultivation, but suitable for other uses” (Class V to 
Class VIII) (Table 3). The land capability classes are based on the degree of erosion hazards and the intensity of limitations 
for use. Class | land is the best and the most easily farmed land and has no hazard or limitation for use, while in class VIII 
land nothing of economic value can be produced, and it may need protection and management to conserve other more 
valuable lands and watersheds. 

The land capability information will enable an identification of development opportunities and over-developed areas. For 
instance, actual grassland areas located in areas of very high land capability can be considered as having development 
potential since they can support higher intensity agricultural use. On the other hand, agricultural land located in areas with 
severe land capability constraints can be considered as being over-developed. Data collected are categorized into static data, 
dynamic data and satellite data. Static data are those which do not change over time like soil data, surface, water resource, 
elevation / slope, geology and climate. Dynamic are those that changes over time; LULC, cropping pattern, and demographic 
are included in this category. 

Using satellite imagery the land use / land cover map, soil map, geology map, slope map, drainage density map and 
physiography map were prepared. Using GIS tools land use / land cover map, soil map, geology map, slope map, drainage 
density map and physiography map were produced. Each map has a class category with a rank, weightage, and score on the 
basis of being most or least favorable for agricultural practice. The rank, weightage ranges from 1 to 10 and multiply the both 
to get the score of each category (Table 4), which are categorized into one major class from | to VIII. The score is simply the 
measurement of suitability for cultivation. The entire land was classified into classes of 8 according to the ability to support 
agriculture in the given land on the basis of soil characteristics, associated land features and environmental factor. The chief 
soil characteristics taken into consideration are texture. The important associated land features are slope, erosion, soil 
drainage and frequency of overflow. From the overlay of land use / land cover map, soil map, geology map, slope map, 
drainage density map and physiography map and the land capability map is produced. Land classes are shown with different 
colors indicating the intensity of suitability and non-suitability for cultivation. Land Capability of the study area comprise mostly 
of Class - I, IV, V and VI which are 10.6%, 18.5%, 46.6% and 14% respectively. The final land capability map (Figure 10) has 
been displayed in a gradation of red to green. The green patches represent the most capable land for agricultural while the 
red patches denote the least. This initial observation is confirmed by the statistics shown in Table 5. 


5. CONCLUSION 


In this study, we applied remote sensing (RS) and GIS techniques to identify capable areas for crop land. The results 
obtained from this study indicate that the integration of RS-GIS and application of multi-criteria evaluation could provide a 
superior database and guide map for decision makers considering crop land substitution in order to achieve better agricultural 
production. The study clearly brought out the spatial distribution of crop land derived from remote sensing data in conjunction 


Remote sensing and GIS based land use / land cover, soil and land capability analysis for agricultural resource management in Sagar district of Madhya Pradesh (India), 
Indian journal of engineering, 2013, 5(12), 18-26, 
© The Author(s) 2013. Open Access. This article is licensed under a Creative Commons Attribution License 4.0 (CC BY 4.0). 


disc@™ very 


Pave Z 5 


the uncovered 


Coser 


disc@@ very 


Indian Journal of Engineering e Research « Agricultural Engineering 


REFERENCES 


Kuldeep Pareta et al. 


with evaluation of biophysical variables of soil, geological, climatic, and topographic information in GIS context is helpful in 
crop land management options for intensification or diversification. 


ACKNOWLEDGMENT 


| am profoundly thankful to my Guru Ji Prof. J.L. Jain, who with his unique research competence, selfless devotion, thoughtful guidance, inspirational 
thoughts, wonderful patience and above all parent like direction and affection motivated me to pursue this work. 


Alexander PO. Age and duration of Deccan volcanism: K. Ar. Evidence, Deccan Volcanism Geological Society of India, Memoir 
No. 3, Bangalore, 1979, 244-257 

Alshuwaikhat HM, Nasef K. A GIS-based spatial decision support system for suitability assessment and land use allocation, The 
Arabian Journal for Science, 1996, 2 (4A), 525-543 

Babu SK, Durge MV. Petro-mineralogical variations in Vindhyan quartzites around Sagar, Jour. Geol. Soc. India, 1972, 14, 79-98 
Blanford WT. On the traps and intertrappean beds of western and central India, Memoir Geological Society of India, Bangalore, 
1867, 43(1), 25-38 

Choubey VD. A study of erosion surface in the Sagar Damoh, Jabalpur and Narsinghpur district (M.P.), Proc. Sem. on 
Geomorphological Studies in India, Sagar University, 1967, 164-171 

Colwell RN. Manual of photographic interpretation, American Society for Photogrammetry & Remote Sensing, 1997, 3(3a), 13-23 
De Bie CAJM, Van Lanen HAu, Zuidema PA. The Land Use Database, Unpublished Manuscript, Enschede, 1996 

DIET - Sagar, www.dietsagar.nic.in, 2013 

Dixit VD, Das KN. Geohydrology of the Deccan trap flow around Sagar (M.P.), Inta Symp on Deccan Trap and other Flood 
exception, Bull Volc., 1971, 35, 631-659 


. Driessen PM, Konijn NT. Land use systems analysis, Wageningen Agricultural University, 1992, 9(4), 34-41 
. Durge MV. Potassic rocks form Deccan trap, Jour. Geol. Soc. Saugor, 1970, 6, 35-40 
. Helms, Douglas. The development of the land capability classification, History of the Soil Conservation Service, Washington, DC, 


1992, 60-73 


. Jacks GV. Land classification for land use planning, Imperial Bureau of Soil Science, Technical communication No. 43, 


Harpenden, England, 1946 


. Jeganathan C, Chauniyal DD. An Evidential weighted approach for landslide hazard zonation from geo-environmental 


characterization: a case study of kelani area, Research Communications, Current Science, 2000, 79(2), 238-243 


. Klingebiel AA, Montgomery PH. Land-capability classification. Agricultural Handbook 210, Soil Conservation Service, U.S. Govt. 


Printing Office, Washington, D.C., 1961, 11- 21 


. Kriegler FJ, Malila WA, Nalepka RF, Richardson W. Preprocessing transformations and their effects on multispectral recognition, 


Pages 97-131 in Sixth International Symposium on Remote Sensing of Environment, University of Michigan, Ann Arbor, MI, 1969 


. Krishnan VS. Sagar District, District Gazetteers Department, Bhopal, MP, 1970 
. Lillesand TM, Kiefer RW. Remote Sensing and Image Interpretation. John Wiley & Sons Inc., New Jersey, 1999 
. Lynn |, Manderson A, Rage M, Harmsworth, G., Eyles, G., Douglas, G., Mackay, A., and Newsome, P. Land use capability: survey 


handbook, AgResearch Ltd, Hamilton; Landrace Research New Zealand Ltd, Lincoln; Institute of Geological and Nuclear 
Sciences Ltd, Lower Hutt. 2009 


. Medlicott HB. Vindhyan rocks and their associates in Bundelkhand, Memoirs, Geology Survey of India, 1860, 2, 6 
. Mishra KK. Compound lava of Deccan traps and its flow mechanism, Jour. Geol. Soc. Sagar, 1972, 7, 36-39 
. MoWR-CGWB. Guidelines for repair, renovation and restoration of water bodies with external assistance and domestic support, 


Ministry of Water Resources (MoWR), Central Ground Water Board (CGWB), Government of India, 2009 


. N.I.H. Report. Geomorphological and land use planning for danda watershed, Tehri-garhwal district, U. P.), CS (AR)-29, National 


Institute of Hydrology, Jal Vigyan Bhawan, Roorkee, India, 1999 


. Nayak TR, Jaiswal RK. Rainfall-runoff modeling using satellite data and GIS for Bebas river in Madhya Pradesh, The Institution of 


Engineers (India) IE (I) Journal, 2003, 84, 47-50 


. Pareta K, Koshta U. Soil erosion modeling using remote sensing and GIS: a case study of Mohand watershed, Haridwar, Madhya 


Bharti Journal, Dr. Hari Singh Gour University, Sagar (M.P.), 2009, 55, 57-70 


. Pareta K. Geomorphic Control on Urban Expansion: A Case Study of Sagar Town, LAP Lambert Academic Publishing, Germany, 


2012, 1-293 


. Pareta K. Hydro-geomorphology of Sagar district (M.P.): a study through remote sensing technique, Dr. Hari Singh Gour 


University, Sagar (M.P.) in XIX M. P. Young Scientist Congress, 2004 


. Pareta K. Morphometric analysis of Dhasan river basin, India, Uttar Bharat Bhoogol Patrika, Gorakhpur, 2003 
. Pareta K. Remote sensing and GIS based Land and water assessment for sustainable agricultural development, /nternational 


Journal of Agriculture. Photon 124. 2013, 150-159 


. Pareta K. Remote sensing and GIS based site suitability analysis for tourism development, International Journal of Advanced 


Research in Engineering and Applied Sciences, 2013, 2(5), 43-58 


. Pareta K. Study of soil conservation and water resources management of Bina river basin (M.P.). National Geographical Research 


Conference (NGRC),2004 


. Pareta K. Urban land use planning using digital cartographic Modelling, International Journal of Physical and Social Sciences, 


2012, 2(4), 356-369 


. Pareta K., Ahiwar, P., and Kumar, K. Land suitability analysis for agricultural crops using GIS and remote sensing techniques, 


Indian National Geographer, 2011, 26(1 & 2), 248-260 


. Pareta K, Chaudhery K, Hansen LB, Sorensen MK. Land use and land capability report in emergency tsunami reconstruction 


project - preparation of an integrated coastal zone management plan and coastal vulnerability maps of Tamil Nadu, Unpublished 
Project Report, Department of Environment, Government of Tamil Nadu, 2008 


. Rajrajan K. Geological surveys of central circle Sagar and Damoh district, Record Geological Survey of India, 1952-62, 87, 88, 92, 


93, 94, 95, 96, 13-23 


. Rao DP, Gautam NC, Karale RL, Sahai B. IRS-1A application for land use / land cover mapping in India. Special Issue on: 


Remote Sensing National Development, Current Science, 1991, 61, (3 & 4), 53-156 


. Rossiter DG. Eliciting and Structuring expert knowledge for land evaluation, Unpublished Manuscript, Enschede, 2001 
. Rouse JW, Haas RH, Deering DW, Schell JA. Monitoring the vernal advancement and retro-gradation (Green Wave Effect) of 


natural vegetation, Final Report RSC 1978-4, Remote Sensing Center, Texas A&M University, College Station, TX, 1974 


. Subramanyan V. A quantitative analysis of two drainage basins around Sagar MP. Indian National Science Academy, 1974, 40A 


(1), 76-99 


. Subramanyan V. Amphitheater - valley heads around Sagar, M.P. & their geomorphic significance, Jour. Geol. Soc. Uni. Sagar, 


1972, 8, 45-49 


. Wadia DN. Geology of India, 3rd Edition, MacMillan, London, 1957, 356 
. West WD, Choubey VD. The Geomorphology of the Country around Sagar and Katangi (MP), Journal Geol. Soc. India, 1964, 5, 


41-55 


. West WD. The Sources of the Deccan Trap Flows, Jour. of Geological Society of India, 1959, 3, 1-6 


Remote sensing and GIS based land use / land cover, soil and land capability analysis for agricultural resource management in Sagar district of Madhya Pradesh (India), 
Indian journal of engineering, 2013, 5(12), 18-26, 
© The Author(s) 2013. Open Access. This article is licensed under a Creative Commons Attribution License 4.0 (CC BY 4.0). 


Pave Z 6 


